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ABSTRACT

Human interaction is one of the most important characteristics of meetings. To explore complex
human interactions in meetings, we must understand them and their components in detail. In
this paper, we present our efforts in capturing human interactions in meetings using
omnidirectional cameras. We present algorithms for person tracking, head pose estimation,

and face recognition from omnidirectional images. We also discuss an approach for the
estimation of who was talking to whom, based on tracked head poses of the participants.
Finally, we address the problem of activity modeling, based on moving trajectories of ‘people in
a meeting room. We report experimental results to demonstrate the feasibility of the presented

technologies and discuss future work.

Keywords:  classroom technology; computer-mediated communication; human machine

systems; indexing; multimedia

INTRODUCTION

Meetings are an important part of
daily life in governments, companies, uni-
versities, and other organizations. Most
people find it impossible to attend all rel-
evant meetings or to retain all the salient
points raised in meetings. In the past few
years, many researchers have been at-
tempting to find various ways to facilitate
the recording, annotation, and analysis of
meetings. Xerox PARC has developed a
media-enabled conference room, equipped
with cameras and microphones to capture
audio-visual content (Chiu et al., 1999). In
the NIST Smart Space Lab project, another
smart meeting room has been set up

(Rosenthal, 2000). At Microsoft research,
some work has been conducted on captur-
ing small group meetings using a ring cam-
era (Rui et al., 2001). The University of
California, San Diego also has developed a
meeting system equipped with several fixed
calibrated cameras, some active cameras,
and several omnidirectional cameras; the
system is able to track people in the room,
recognize their faces, and identify the cur-
rent speaker (Mikic et al., 2000). At the
Interactive Systems Laboratory of
Carnegie Mellon University and at the
Universitit Karlsruhe, we have been de-
veloping technologies for an intelligent meet-
ing room since 1997 (Stiefelhagen et al.,
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1999; Waibel et al., 1998; Waibel et al.,
2003; Yang et al., 1999).

Meetings among people are events
that encode a large amount of social and
communicative information. To decode
such information requires understanding
multimedia information from multiple cues.
In this research, we focus on how to use
visual information to understand human in-
teractions in meetings. Humans obtain a
wealth of information by observing their
environment in a meeting. For example, we
simultaneously identify people, we under-
stand what they are doing, why they are
doing it, to whom and with whom they are
interacting, what their mutual relationships
are, what their social relationships, roles,
and styles are, what their feelings, concerns,
and interests are, and how they are carry-
ing out tasks over the period of time. For
machine perception, human interactions
have to be understood and described at
multiple levels and in terms of multiple
functionalities and perspectives. Loosely
speaking, to fully understand human inter-
actions, a machine must provide answers
to all related questions of human interac-
tion: Who was there? Where were the
people? Why was something happening?
When did it happen? To whom did some-
one speak and how did something take
place? Such information then can be used,
for example, to annotate multimedia proto-
cols of meetings or to obtain better auto-
matic analyses of such meetings.

In this paper, we present our efforts
to capture human interaction in a meeting
using omnidirectional cameras. We can put
an omnidirectional camera on the meeting
table and/or mount it on the ceiling. Figure
1 shows an example of omnidirectional
cameras in a meeting room. An omnidirec-
tional camera has about a 180-degree view-
ing angle. From the camera on a meeting
table, the system is able to capture faces

Figure 1. A scene captured from
omnidirectional cameras in a meeting room

(b) On the ceiling

of all participants. By further processing
captured faces, the system can obtain in-
formation on who is in the meeting, where
people are located, and who is looking at
whom. From the camera on the ceiling, the
system can observe activities in a larger
area around meeting table. The system, by
virtue of being above the action, is less
prone to problems of occlusion. Although
an omnidirectional camera has a limited
resolution, we, nevertheless, can use it to
capture much useful information for mod-
eling human interactions in meetings.

The remainder of this paper is orga-
nized as follows. We discuss robust track-
ing algorithms for tracking meeting partici-
pants and their head poses using omnidi-
rectional cameras. Next, we address prob-
lems on who, what (activity analysis), and
who is talking to whom in a meeting. The
paper then reports experimental results on
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the described technologies. We conclude
the paper with a discussion on future work.

PERSON TRACKING AND

IDENTIFICATION

Robust tracking of meeting partici-
pants, their head poses, and their identities
is essential for a system to provide infor-
mation on who is in the meeting, where they
are located in the room, what they are do-
ing, who is talking to whom, and when in-
teractions happen. In this section, we will
discuss technologies for tracking people,
their head poses, and recognizing their
faces, using omnidirectional cameras on the
meeting table and on the ceiling of the
meeting room.

Tracking People from an
Omnidirectional Camera
Mounted on the Ceiling
An omnidirectional camera mounted
on the ceiling is less prone to problems of
occlusion than a table- or wall-mounted
camera. However, there are still many
challenges for robustly tracking people us-
ing such a camera. These include the prob-
lems of changing background and of a non-
uniform view. One of the fundamental
problems in people tracking systems is to
extract all objects in a scene from the back-
ground. Background subtraction has been
used widely for this task. Many different
models have been proposed to character-
ize the background, such as pixel interval
estimation (Haritaoglu et al., 1989), single
Gaussian Model (Karmann et al., 1990;
Toyama et al., 1999; Wren et al., 1997),
and Gaussian Mixture Model (GMM)
(Friedman & Russel, 1997; Grimson et als;
1998). All these models, however, cannot
evolve over time.
An omnidirectional camera mounted
on the ceiling covers a much larger area

than that of a normal perspective camera.
This makes the scene more complex. In
addition, many factors may cause the back-
ground to change during a meeting, such as:

1. sudden scene changes, such as lights
being turned on or off during a meeting
and at the system starting point;

2. slow environment changes caused, for
example, by a meeting room with win-
dows at different times of the day;

3. fade in/fade out lighting changes caused,
for example, by the shadow of a moving
object; and

4. problems of partial background updates,
because a chair, for example, has been
moved during a meeting.

To handle such a dynamic environ-
ment, a sophisticated model is needed. A
good background model should have the
capability of handling all or most of the
above situations. A solution is to use an
adaptive model. Instead of assuming the
known background before tracking, we can
build the background gradually by adapta-
tion. From a mathematical point of view, a
background can be considered as a field
change over the time. The Markov Ran-
dom Field (MRF) is a natural way to de-
scribe the evolvement of the background.
We have proposed to use MRF models to
represent both foreground and background
(Chen & Yang, 2002). The basic assump-
tion that supports this method is that the
background is statistically stable. Unlike
some of the previous methods, we do not
assume that the background is known be-
fore the tracking process. The background
model can be generated gradually during
the tracking process. We describe the
model in detail as follows.

A background first can be regarded
as a 2D field with a limited support set and
can evolve over time 7 as illustrated in Fig-
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~ Figure 2. 2D background grid evolving
along with time
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ure 2. An image within a sequence of im-
ages can be regarded as the background
image covered with some objects and noises
added.

Suppose a support set of images is
A={LD), (1,2),,(1,n),(2,D),+,(m,n)} and
m, nare the height and width of the image,
respectively. The support set of objects i

at time 7is A’ c A . The background sup-
port set at time ¢is A, = A\{L'_JAf,} .

Assume that B, is the ideal back-
ground image at time #, the object i in a 2-
D image is ¥, at time ¢, I is the observed
image at time 7. Therefore, the relationship
among them is as equation (1).

B(X)+n(X) XeA,

"‘X’z{a‘(mn,(m Xe A%

(0))

where 7(X) is the noise at position X and
time 7. Therefore, the visual surveillance
problem can be defined as given an ob-
served image /(X), the background B, (X),
and the object set {O¥_} at time 71, how
can we obtain the best estimation of the
background B (X) and the object set {O',  }
at time 7. This goal can be achieved by:
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:..rbg:}max{P(B,,{o:h 1,B..00L 1}
(2)

Note that the object set at time  can
be different from the object set at time #-1.
Under the assumption that the objects are
independent to the background, we have:

ﬂrg m{P(Ba’b:’Nr}l IJ’Bhi’ r}—l’A{-lB}
’a-h-“‘r}

~argmax{P(B,,A, |1,,B,.,10.. A }
B Ay
: ;Ig}max{P(b: ,J\: }] IJ’BJ—U n:’-l’ A’;—I B}

3

The first item is the estimated back-
ground, and the second one is the estima-
tion of the objects. If we apply a first order
MRF model, the tracking problem in Equa-
tion (3) can be formulated as minimizing
the following Equation (4).

3 Ey(X)+ Ep(X)/T

.| XeA

) X S ER XD+ E,XX)/T [
i XEA',
)

where T and T, are update speed factors,
and

E(X)= [B,(X);’I.(X)]’ :

BB‘(X)]’ +[a=B,(X)]’ +[a’3,(xy]’

E.(X) =[ ot o1dx Aty

Ey(X,X))
B,O‘)i%-;(x-_")r iff Xe A, andX-Xe AL,

o
[max(ﬂm:m—m)] e
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E,X,X)=[BX)-B.x-%

L[ 9B (x- X LB 38X~ o1l
oax ox dy dy '

One of the basic assumptions for this
model is that the pixel mesh is unified.
Therefore, an adaptation between the uni-
fied mesh and omniview is needed, if we
apply this model for tracking people in an
omnidirectional camera. There are two dif-
ferent ways of adaptation: the first is to
convert the image into a uniformed view;
for example, by transforming it into a pan-
oramic view. But, in this case, the system
would lose some useful information near
the center area of the camera; the second
approach is to adapt the model to the im-
age. Based on the characteristic of the
camera we used, we can compensate the
non-linearity based on the mapping shown
in Figure 3. Figure 3(a) is the factor in di-
rection X and Y and Figure 3(b) is the fac-
tor in direction Z, which is the optical axis
direction. We assume that the object move-
ment is only in direction X and Y in most
cases. The captured scene in the image is
located within a circle, whose radius is 2f,
and fis the focus length of the paraboloid.
The object’s dimension in direction Xand ¥
will be maximum when the object is located
on the optical axis and will disappear at the
circle. The object’s dimension in direction
Z will be invisible at the center and the
circle, and will reach maximum at the ra-
dius 0.8629f. We can estimate changes in
size for each object using such a match
factor map.

Simultaneous Head Pose Tracking
In order to simultaneously track head
poses of meeting participants, we use an
omnidirectional camera to capture the
scene around a meeting table. In the pan-
oramic view of the meeting scene (see Fig-

Figure 3. An illustration of horizontal and
vertical match factor map

(a) factor in X-Y direction

(b) factor in Z direction

ure 4), we then detect the participants’
faces by searching for skin-colored regions
and use some heuristics to distinguish skin-
colored hands from faces (Stiefelhagen et
al., 2000).

For each detected participant, a rec-
tified (perspective) view is computed (see
Figure 5). Faces extracted from these
views are then used to estimate each
participant’s head pose.

We use neural networks to estimate
head pan and tilt from such facial images
(Stiefelhagen et al., 2000). In our approach,
preprocessed facial images are used as in-
put to the neural networks, and the net-
works are trained so as to estimate the
horizontal pan or vertical (tilt) head orien-
tation of the input images. Separate net-
works were trained to estimate head pan
and tilt. These networks contained one hid-
den layer and one output unit that encodes
the head orientation in degrees. By train-
ing multi-user networks on images from 12
users, we achieved average estimation er-
rors as low as three degrees for pan and
tilt. On images from new users, head ori-
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Figure 4. Panoramic view of a meeting scene

entation could be estimated with an aver-
age error of 10 degrees for pan and tilt.
‘More details can be found in Stiefelhagen
etal. (2000).

Face Recognition from
a Panoramic View

Face recognition has been an active
research area in the last two decades. A
good overview of the progress in this area
can be found in review papers (Chellappa
gtal., 1995; Samal & Iyengar, 1992) and in
. the proceedings of the last six international
conferences on Automatic Face and Ges-
ture Recognition. A major challenge for
face recognition from a panoramic view is
difficulties in face alignment due to low
resolution of images. For a holistic template
matching approach (e.g., Principal Com-
ponents Analysis [PCA] and Linear Dis-
criminant Analysis [LDAY]), facial features,
such as eyes, are commonly used for align-
ing faces. In a panoramic view obtained
from the omnidirectional camera that we
used for meeting capturing (640x480 pix-
¢ls), we cannot robustly detect facial fea-
fures for alignment of a face. Therefore,
we employ a detection-based method for
face alignment.
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We detect faces using a PCA-based
method with different scales in the pan-
oramic image. To train the face subspace,
we use 400 face images that were cropped
from some training sequences. Figure 6
depicts the first 24 eigenfaces of the sub-
spaces. In the detection process, we project
the candidate area to the face space and
use these projection values to reconstruct
a new image. We then measure the dis-
tance between the reconstructed image and
the original one. For a non-face image, the
distance is larger. Figure 7 is an example
of a face and a non-face and their recon-
structions.

To obtain an accurate position of a
face, we use a two-step method. In the
first step, we determine a rough position of
the face, and then we search at a sub-pixel
level to obtain the optimal position and ori-
entation in the second step.

Continuously identifying people in a
meeting room is a challenging task (Yang
et al., 1999). We previously have devel-
oped technologies for face recognition in a
meeting room (Gross et al., 2000a, 2000b;
Yang et al., 1999, 2000). Under a con-
strained scenario with only a few people
around a meeting table, PCA-based (also

permission of Idea Group Inc. is prohibited.
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Figure 6. The first 24 eigenfaces for face
detection

Figure 7. Face, non-face, and their
reconstructions (the first row is the original
images, and the second row is the
reconstructed ones)

called Eigenface approach) (Turk, 1991)
can perform well, even with low-resolu-
tion images captured with an omnidirec-
tional camera. In our approach, we have
used PCA both for face alignment and for
face recognition. We will present the evalu-
ation results in next section.

TRACKING AND
MODELING
INTERACTION

In the previous sections, we have dis-
cussed technologies that can help answer
questions, such as “Who is in the meet-
ing?” (person identification), “Where are
they in the room?” (person locating and
tracking), and “Where did someone look?”
(focus of attention). Given answers to (or
better, hypotheses about) these basic ques-

tions, it is possible to speculate about meet-
ing actions and interactions, and the ways
in which they are performed.

From Head Pose
to Focus of Attention

Knowing who is talking to whom is
an important cue, both for the understand-
ing and indexing of meetings as well as for
videoconferencing applications. In our re-
search, we have addressed the problem of
tracking who is looking at whom during
meetings. There are two contribution fac-
tors of where a person looks: head orienta-
tion and eye orientation. In this work, head
orientation is considered as a sufficient cue
to detect a person’s direction of attention.
Relevant psychological literature offers a
number of convincing arguments for this
approach (Argyle & Cook, 1976; Cranach,
1971; Emery, 2000), and the feasibility of
this approach previously has been demon-
strated experimentally (Stiefelhagen 2002;
Stiefelhagen & Zhu, 2002). Our approach
to tracking at whom participants look (i.e.,
their focus of attention) is the following:
(1) detect all participants in the scene, (2)
estimate each participant’s head orienta-
tion, and (3) map each estimated head ori-
entation to its likely targets, using a proba-
bilistic framework.

We have developed a Bayesian ap-
proach to estimate at which target a per-
son is looking, based on the person’s ob-
served head orientation (Stiefelhagen et al.,
2001, 2002). More precisely, we wish to
find P(Focus, =T, | x,), the probability that
a subject s is looking toward a certain tar-
get person 7, given the subject’s observed
horizontal head orientation x, which is the
output of the neural network for head pan
estimation. Using Bayes’ formula, this can
be decomposed into
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‘where x_denotes the head pan of person s
in degrees and 7} is one of the other per-
sons around the table.

In order to compute P(Focus, | x,), it
~ isnecessary to learn the class-conditional
probability  density function
~ p(x, | Focus, =T), the
P(Focus, =T) and p(x,) for each person.
Finding is trivial and can be done by build-
ing a histogram of the observed head ori-
~ entations of a person over time.

_ We have developed an unsupervised
- learning approach to find the class-condi-
tional head pan distributions of each par-
ficipant. In our approach, we assume that
the class-conditional head pan distributions
~ can be modeled as Gaussian distributions.
~ Then, the distribution p(x) of all head pan
- gobservations from a person will result in a
mixture of Gaussians,

- p®) =D, p(x| NP,

=

class prior

(6)

where the individual component densities
are given by Gaussian distributions. The
number of Gaussians M is set to the num-
ber of other participants that are detected
around the table. The parameters of the
mixture model can be adapted so as to
maximize the likelihood of the pan obser-
vations given the mixture model. This can
be done using the EM algorithm (for fur-
ther details see Stiefelhagen et al. [2001]).

After adaptation of the mixture model
(6), we use the resulting individual Gaussian
components as an approximation of the
class-conditionals of our focus of atten-
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tion model described in equation (5). We
furthermore use the priors of the mixture
model as the focus priors . To assign the
individual Gaussian components and the
priors to their corresponding target persons,
the relative position of the participants
around the table are used. Figure 8 depicts
the adaptation result for one user. On the
left side, the true class-conditional head pan
distributions are depicted, together with the
learned class-conditionals. On the right
side, the resulting learned posterior distri-
butions are shown.

Activity and Scene Modeling
from Moving Trajectories

Although an omnidirectional camera
has a limited resolution, we can use it to
analyze some simple activities and interac-
tions. The basic idea is to analyze human
activities and interactions, using moving tra-
jectories. We define a hierarchical behav-
ior model. At the lowest level of the model,
it contains essential information, such as
moving, stopping, sitting, or standing, which
can be observed from the tracking se-

Figure 8. Learned class-conditional head pan
distributions (left) and resulting posteriors

(right)
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quence. At a higher level, we can distin-
guish some different activities, such as
working alone, having a meeting, and so
forth, which cannot be observed directly.
These activities can be observed via track-
ing moving trajectories of people in a scene.
For example, we can define a meeting as
two or more trajectories coming from the
same or different directions and staying in
the scene for a period of time.

We have tested the idea on the lim-
ited dataset. We collected one hour of video
data from an omnidirectional camera
mounted on the ceiling of our meeting
room. We input the video into the people
tracking system and obtained moving tra-
jectories of people. We then used a time-
spatial window to analyze individual trajec-
tories. A duration of five seconds was used
as the time window. The trajectory within
this time window formed a spatial window.
The time overlap window was used for
each clip, and the overlap time was 2.3s. If
the object stayed at a spot for a period of
time, the moving trajectories would be ac-
cumulated into histograms. These histo-
grams could have different patterns corre-
sponding to different activities. We then

Figure 9. Examples of activity patterns

B HHUHEEe o

5

mow @ m W

(a) Walking through clip

could infer human activities from the histo-
grams. Figure 9 shows some patterns for
different activities. The top-left in each
group is the spatial histogram. The top-right
and bottom-left are horizontal and vertical
views of the histogram, and the bottom-
right is the top view of the trajectory.

EXPERIMENTAL RESULTS

We have performed various experi-
ments to evaluate the technologies. We
present some experimental results in this
section.

Experiments for People Tracking

We have tested the system’s ability
to initialize the background model with ob-
jects in the scene, track and monitor an
object with changes in size and lighting, and
track multiple objects. Figure 10 is an ex-
ample of background building with an ob-
ject in the scene. In Figure 10(c)-(e), some
black areas within the ellipses are the back-
ground patches under construction, and we
dynamically update the background while
tracking the object and obtain a complete
background as Figure 10(f). Figures 10(a)

(b) Looking for something clip
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Figure 10. Background evolutions with time
changing

and (b) are original sequence correspond-
ing to Figures 10(c) and (f), respectively.

Figure 11 is an example of multi-ob-
ject tracking. Only the top-left image is
shown together with the background; the
others only show the moving objects. Al-
though one of the objects passes through
the blind zone as depicted in frame 155,
the object is tracked continuously by the
system. In this example, we track both
stable and moving objects at the same time.
It can be seen that the size and lighting of
the moving object in the tracking sequence
change with its position.

Experiments on Face Recognition
In our experiments, we test the aver-
age response time for detection and rec-
ognition accuracy. We define the response
time as the time from when a participant

Figure 11. Example of multi-object tracking

Frame 159

sits on his or her chair to the time when his
or her face is detected. The average re-
sponse time is 1.52s, which is based on 32
participants’ sequences.

In consideration that people in a meet-
ing room can be tracked and the recog-
nized people can be attached to an ID on
their continuous trajectories, we define the
recognition rate as the following:

Y=
where » is the number of correctly recog-
nized people with a duration 7, from the
time they sit on their chair, and N is the
total number of participants.

We have 10 classes in our experiment,
and the recognition results with different
time durations are shown in Figure 12.

Experimental Results for
Focus of Attention Tracking
We evaluated our approach on sev-
eral meetings that we recorded. In each of
the meetings, four participants were sitting
around a table, discussing a freely chosen

Copyright © 2005, Idea Group Inc. Copying or distributing in print or electronic forms without written

permission of Idea Group Inc. is prohibited.



44 Journal of Distance Education Technologies, 3(3), 34-47, July-September 2005

Figure 12. Recognition accuracy over the time

1 —

topic. Video was captured with a pan-
oramic camera, and audio was recorded
using several microphones. In each frame,
we manually labeled at whom each par-
ticipant was looking. These labels could be
one of “Left”, “Right” or “Straight”,
meaning a person was looking to the per-
son to his left, to his right, or to the person
at the opposite. If the person wasn’t look-
ing at one of these targets (i.e., the person
was looking down at the table or was star-
ing up at the ceiling), the label “Other”
was assigned. In addition, labels indicating
whether a person was speaking or not were
manually assigned for each participant and
each video frame. Table 1 shows the evalu-
ation results on the four recorded meet-
ings. In the table, the average accuracy on
the four participants in each meeting is in-
dicated.

During the evaluation, faces of the
participants were tracked automatically.
Head pan then was computed, using the
neural network-based system to estimate
head orientation. For each of the meeting
participants, the class-conditional head pan
distribution p(x|Focus), the class-priors

Table 1. Percentage of correctly assigned focus
targets

Meeting | A B (5 D Avg.
Accuracy | 68.8% | 73.4% | 79.5% | 69.8% | 72.9%

P(Focus), and the observation distributions
p(x) were adapted, as described in the pre-
vious section, and the posterior probabili-
ties for each person were computed. Dur-
ing evaluation, the target with the highest
posterior probability then was chosen as
the focus of attention target of the person
in each frame. For the evaluation, we
manually marked frames where a subject’s
face was occluded or where the face was
not correctly tracked. These frames were
not used for evaluation. Face occlusion
occurred in 1.6% of the captured images.
Occlusion sometimes happened, when a
user covered his or her face with his or her
arms or with a coffee mug, for example;
sometimes, a face was occluded by one of
the posts of the camera. In another 4.2%
of the frames, the face was not correctly
tracked. We also did not use frames where
a subject did not look at one of the other
persons at the table. This happened in
3.8% of the frames. Overall, 8.2% of the
frames were not used for evaluation, since
at least one of the above indications was
given.

CONCLUSION

We have presented our efforts in cap-
turing interactions in meetings using omni-
directional cameras. We have discussed
approaches that provide answers to the
questions who (face recognition), what
(activity classification), where (person
tracking), and fo/with whom (focus of at-
tention) in meeting situations, and we pre-
sented some experimental results. In our
future work, we aim at improving the ro-
bustness of the individual technologies. In
addition, we plan to combine the use of
omnidirectional cameras, perspective cam-
eras, and actively controlled cameras for
the analysis of meetings.
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